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P04-37x120F/135-HP-R
Linear motor

At this year‘s SPS IPC Drives 
conference, LinMot presents 
the newly developed model 
P04 linear motor. This motor 
has all the benefits of the fami-
liar tubular linear motor and 
the additional advantage of an 
integrated linear guidance. The 
P04-actuator can be equipped 
with mechanical accessories 
which are known from pneu-
matics. Thus, the replacement 
of pneumatic is even easier, 
because all pneumatic assem-
bly options can be realized.

Under the compact aluminum 
housing of this new motor 
is a powerful LinMot PS01-

37x120F-HP that puts the precision shaft in motion. The shaft is guided by a linear ball bearing and 
has a maximum stroke of 135 mm. With the front side M10x1.25 thread, loads of up to 255 N can be 
quickly and easily attached to the shaft. Additional installation options are provided by the profile 
grooves and T-slots found on every side of the housing.

With a maximum acceleration of 50 m/s2, precise and dynamic motions are the main focus of the 
new motor model. In addition, transverse loads are absorbed by the integrated bearing, so that simp-
le applications like “Pusher” can be realized in a very simple way without additional components.
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»» Peak force up to 255 N
»» Stroke up to 135 mm 
»» Hardened rod capable to 

handle side load
»» Ø 16 mm rod with M10x1.25 

thread
»» Mounting connection 

according to
»» ISO pneumatic cylinder
»» Stator encapsulated (IP54)

Stroke up to mm 135

Max. Force N 255

Nominal Force N 92

Peak Velocity m/s 3.9

Peak Acceleration m/s2 50

Repeatability mm ±0.05

Stator Length mm 400

Slider Length mm 429

The P04-37x120F/135-HP-R linear motor will be available starting in December 2015.


