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Product Summary

(1) Motor frame size: 80, 110, 130, 1, 180 and 220 square
(2) Hall sensors standard

(3) Brake optional (24Vdc coil)

(4) Voltage: 3 phase DC, pwm

(5) Max power: 3 x rated

(6) Max speed: 1.2 x rated

(7) Peaktorque: 3 x rated

(8) Motor sealing: IP65, connector sealing optlonal

(9) Class F insulation @
(10)Environment: 20 to 55°c, <90% humi Q‘

(11)Feedback devices: Resolver, IncrerNgntal enc %olute encoder

(12)Flying leads standard, coptlona!E

otor order code

180 MTW 1 0 Sequence Nbr

Rated DC voltage (select from charts)

Rated speed (+ 100)

Rated torque, Nm (x 10)

Series identifier

—— Motor frame size, mm square (select from charts)

|—Omitted for standard models

Options (omit if none required): F=Flying leads (std),
B=Brake, C=Connectors, E=Encoder, , R=Resolver
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Motion Technologies Low Voltage Brushless DC motors

Full list of standard windings as of October 2017 (specials on request)

Rated Maximum Dim. B Weight
MotionTech Model Torque Speed | Voltage Power Current | Torque | Speed Power Nom. Ke
(Nm) (RPM) (V) (KW) (A) (Nm) (RPM) (KW) mm
80MTWO01310-24V 1.3 0.14 7.1 4 0.4
110MTWO02010-24V 2.0 0.20 10.9 6 0.6
80MTWO02410-24V 2.4 0.25 13.1 7.5 0.8
80MTWO03310-24V 3.3 0.35 18.0 10 1.0
110MTWO04010-24V 4.0 0.40 21.8 12 1.3
130MTWO04010-24V 4.0 0.40 20.5 12 1.3
110MTWO06010-24V 6.0 0.60 32.7 18 1.9
130MTWO06010-24V 6.0 0.60 30.8 18
130MTWO07710-24V 7.7 1000 24 0.80 39.5 23 1200 tha
130MTW10010-24V 10.0 1.00 51.3 30
180MTW12010-24V 12.0 1.30 62.0 30
130MTW15010-24V 15.0 1.60 77.0 40
180MTW16010-24V 16.0 1.70 82.0 42
180MTW25010-24V 25.0 2.60 128.0 55 .
180MTW36010-24V 36.0 3.80 185.0 70 9.4
180MTW50010-24V 50.0 5.20 257.0 110 13.1
80MTWO01320-24V 1.3 0.27 14.2
110MTWO02020-24V 2.0 0.40 21.8 ]
80MTWO02420-24V 2.4 0.50 26.2 7.5
80MTWO03320-24V 3.3 0.69 g
110MTWO04020-24V 4.0 0.80 43 12 .
130MTWO04020-24V 4.0 0.80 12 .5
110MTWO06020-24V 6.0 1. 65. 18 3.8
130MTWO06020-24V 6.0 1.3 61.6 1 3.8
130MTW07720-24V 77 | 2000 24 1.60 79.0 23 4.8 tha tha
130MTW10020-24V 10.0 0 102.7 6.3
180MTW12020-24V 12.0 2. 123 0 6.3
130MTW15020-24V 15.0 0 .0 9.4
180MTW16020-24V 16.0 3.40 1 2 8.4
180MTW25020-24V 25.0 5.20 237. 55 13.1
180MTW36020-24V 36.0 7.30 0. 70 18.8
180MTW50020-24V 50.0 50 110 26.2
80MTW01330-24V 1. [0) 21.3 4 1.2 150 3
110MTWO02030-24V 2.0 0.60 32.7 6 1.9 146 4.3
80MTW02430-24V 5 39.3 7.5 2.3 170 3.4
80MTW03330-24V 3 1.04 54.0 10 3.1 tba tha
110MTWO04030-2 1.30 65.4 12 3.8 171 5.6
130MTWO0403Q.24 4.0 1.30 61.6 12 3.8 178 6.5
110MTWO6480- 6.0 3 2 1.90 98.2 18 3600 5.7 201 7.3
130MTWYO6 V 6.0 1.90 92.4 18 5.7 188 7.6
130MT 3 2.40 118.6 23 7.3 202 8.8
13004TW10090-24V 0.0 3.10 154.0 30 9.4 238 12
12 -24V .0 3.80 185.0 30 9.4 257 18.6
1 30-24V 158 4.70 231.0 40 14.1 tha tha
OMBN16030-24V 16.0 5.00 246.0 42 12.6 257 18.6
25.0 7.90 385.0 55 19.6 273 26
1.3 0.14 3.5 4 0.4
2.0 0.20 5.5 6 0.6
2.4 0.25 6.5 7.5 0.8
3.3 0.35 9.0 10 1.0
20 1000 48 0.40 10.9 P 1200 13 tha tha
4.0 0.40 10.3 12 1.3
6.0 0.60 16.4 18 1.9
130MTWO06010-48V 6.0 0.60 15.4 18 1.9
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Motion Technologies Low Voltage Brushless DC motors

Full list of standard windings as of October 2017 (specials on request)

Rated Maximum Dim. B Weight
MotionTech Model Torque Speed | Voltage Power Current | Torque | Speed Power Nom. Ke
(Nm) (RPM) (V) (KW) (A) (Nm) | (RPM) | (KW) mm
130MTW07710-48V 7.7 0.80 19.8 23 2.4
130MTW10010-48V 10.0 1.00 25.7 30 3.1
180MTW12010-48V 12.0 1.30 31.0 30 3.1
130MTW15010-48V 15.0 1.60 38.5 40 4.7
180MTW16010-48V 16.0 1.70 41.0 42 4.2
220MTW20010-48V 20.0 2.10 51.0 50 5.2
180MTW25010-48V 25.0 1000 48 2.60 64.0 55 1200 6.5 tha tha
220MTW30010-48V 30.0 3.10 77.0 70
180MTW36010-48V 36.0 3.80 92.0 70
220MTW40010-48V 40.0 4.20 103.0 80
180MTW50010-48V 50.0 5.20 128.0 110
220MTW60010-48V 60.0 6.30 154.0 110
80MTW01320-48V 1.3 0.27 7.1 4
110MTW02020-48V 2.0 0.40 10.9 6
S0MTW02420-48V 2.4 0.50 13.1 7.
80MTW03320-48V 33 0.69 18.0
110MTW04020-48V 4.0 0.80 21.8
130MTW04020-48V 4.0 0.80 20.5 1 5
110MTW06020-48V 6.0 1.30 32.7 18
130MTW06020-48V 6.0 1.30 .
130MTW07720-48V 7.7 2000 48 1.60 9 23 2 . tha tha
130MTW10020-48V 10.0 2.10 30 3
180MTW12020-48V 12.0 2. 62. 30 6.3
130MTW15020-48V 15.0 3.1 77.0 4 9.4
180MTW16020-48V 16.0 3.40 82.0 42 8.4
180MTW25020-48V 25.0 0 128.0 13.1
180MTW36020-48V 36.0 7. 185 0 18.8
180MTW50020-48V 50.0 0 0 1 26.2
220MTW20025-48V 20.0 5.20 . 50 13.1 220 29
220MTW30025-48V 30.0 48 7. 92, 70 3000 19.6 270 41.5
220MTW40025-48V 40.0 750 ) 80 26.2 330 61.5
220MTW60025-48V 5.0 110 39.3 370 76
80MTW01330-48V 0. 10.6 4 1.2 150 3
110MTW02030-48V 760 16.4 6 1.9 146 43
80MTW02430-48VN Q2.4 4 0.75 19.6 7.5 2.3 170 3.4
80MTW03330-4 U4 ¥ 1.04 27.0 10 3.1 tha tha
110MTW04032s43V 0 1.30 32.7 12 3.8 171 5.6
1.30 30.8 12 3.8 178 6.5
1.90 49.1 18 5.7 201 73
48 1.90 46.2 18 3600 5.7 188 7.6
2.40 59.3 23 7.3 202 8.8
3.10 77.0 30 9.4 238 12
3.80 92.0 30 9.4 257 18.6
4.70 115.5 40 14.1 tba tba
5.00 123.0 42 12.6 257 18.6
7.90 192.0 55 19.6 273 26
0.82 243 4 2.5
1.30 37.4 6 3.8
1.51 44.9 7.5 45
48 2.07 617 0 | 2 6.2 tha tha
2.50 74.8 12 7.5
2.50 74.8 12 7.5
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Motion Technologies Low Voltage Brushless DC motors

Full list of standard windings as of October 2017 (specials on request)

Rated Maximum Dim. B Weight
MotionTech Model Torque Speed | Voltage Power Current | Torque | Speed Power Nom. Ke
(Nm) (RPM) (V) (KW) (A) (Nm) (RPM) (KW) mm
110MTWO06060-48V 6.0 3.80 112.2 18 11.3
130MTWO06060-48V 6.0 3.80 112.2 18 11.3
130MTW07760-48V 7.7 6000 48 4.80 144.0 23 7200 14.5 tha tha
130MTW10060-48V 10.0 6.30 187.0 30 18.8
80MTWO01310-72V 1.3 0.14 2.4 4 0.4
110MTW02010-72V 2.0 0.20 3.6 6 0.6
80MTWO02410-72V 2.4 0.25 4.4 7.5
80MTWO03310-72V 3.3 0.35 6.0 10
110MTWO04010-72V 4.0 0.40 7.3 12
130MTWO04010-72V 4.0 0.40 6.8 12
110MTWO06010-72V 6.0 0.60 10.9 18
130MTWO06010-72V 6.0 0.60 10.3 18
130MTWO07710-72V 7.7 0.80 13.2 23
130MTW10010-72V 10.0 1.00 17.1 30
180MTW12010-72V 12.0 1000 72 1.30 21.0 3 tba
130MTW15010-72V 15.0 1.60 25.7
180MTW16010-72V 16.0 1.70 27.0
220MTW20010-72V 20.0 2.10 34.0 5 .2
180MTW25010-72V 25.0 2.60 43.0 55
220MTW30010-72V 30.0 3.10 .
180MTW36010-72V 36.0 3.80 2 70 .
220MTW40010-72V 40.0 4.20 80 .5
180MTW50010-72V 50.0 5. 86. 110 13.1
220MTW60010-72V 60.0 6.3 103.0 15.7
220MTW100010-72V 100.0 0.50 171.0 00 26.2
80MTWO01320-72V 1.3 0. 4 4 0.8
110MTW02020-72V 2.0 40 3 1.3
80MTW02420-72V 2.4 0.50 .5 1.5
80MTWO03320-72V 3.3 0.69 R 10 2.1
110MTWO04020-72V 4.0 0. 14. 12 2.5
130MTWO04020-72V 4.0 .80 4 12 2.5
110MTWO06020-72V 1.8 18 3.8
130MTWO06020-72V 1. 20.5 18 3.8
130MTWQ07720-72V 7 1.60 26.3 23 2400 4.8 tba tba
130MTW10020-72V 0 34.2 30 6.3
180MTW12020-72V 4% 2.50 41.0 30 6.3
3.10 51.3 40 9.4
3.40 55.0 42 8.4
5.20 86.0 55 13.1
7.50 123.0 70 18.8
10.50 171.0 110 26.2
20.90 342.0 200 52.4
5.20 86.0 50 13.1 220 29
20 30025-72V 7.90 128.0 70 19.6 270 41.5
'W40022972V 2500 72 10.50 171.0 80 3000 26.2 330 61.5
15.70 257.0 110 39.3 370 76
0.41 7.1 4 1.2 150 3
0.60 10.9 6 1.9 146 4.3
0.75 13.1 7.5 2.3 170 3.4
1.04 18.0 10 3.1 tba tba
3000 72 1.30 21.8 12 3600 3.8 171 5.6
X 1.30 20.5 12 3.8 178 6.5
110MTWO06030-72V 6.0 1.90 32.7 18 5.7 201 7.3
130MTWO06030-72V 6.0 1.90 30.8 18 5.7 188 7.6
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Motion Technologies Low Voltage Brushless DC motors

Full list of standard windings as of October 2017 (specials on request)

Rated Maximum Dim. B Weight
MotionTech Model Torque Speed | Voltage Power Current | Torque | Speed Power Nom. Ke
(Nm) (RPM) (V) (KW) (A) (Nm) (RPM) (KW) mm
130MTWO07730-72V 7.7 2.40 39.5 23 7.3 202 8.8
130MTW10030-72V 10.0 3.10 51.3 30 9.4 238 12
180MTW12030-72V 12.0 3.80 62.0 30 9.4 257 18.6
130MTW15030-72V 15.0 3000 72 4.70 77.0 40 3600 14.1 tba tha
180MTW16030-72V 16.0 5.00 82.0 42 12.6 257 18.6
180MTW25030-72V 25.0 7.90 128.0 55 19.6 273 26
180MTW36030-72V 36.0 11.30 185.0 70 28.3 328 31
80MTWO01360-72V 1.3 0.82 16.2 4
110MTW02060-72V 2.0 1.30 24.9 6
80MTWO02460-72V 2.4 1.51 29.9 7.5
80MTWO03360-72V 3.3 2.07 41.1 10
110MTWO04060-72V 4.0 2.50 49.9 12
130MTWO04060-72V 4.0 6000 72 2.50 49.9 12 tha
110MTWO06060-72V 6.0 3.80 74.8 18
130MTWO06060-72V 6.0 3.80 74.8 1
130MTWO07760-72V 7.7 4.80 96.0 .
130MTW10060-72V 10.0 6.30 124.7 1
80MTWO01310-96V 1.3 0.14 1 4
110MTWO02010-96V 2.0 0.20 .
80MTWO02410-96V 2.4 0.25 3 7.5 .
80MTWO03310-96V 3.3 0.35, 10 .0
110MTWO04010-96V 4.0 0. 5. 1 1.3
130MTWO04010-96V 4.0 0.40 5.1 1.3
110MTWO06010-96V 6.0 0.60 8.2 18 1.9
130MTWO06010-96V 6.0 0 7.7 1.9
130MTWO07710-96V 7.7 0. 9 3 2.4
130MTW10010-96V 10.0 Y00 .8 3.1
180MTW12010-96V 12.0 1000 1.30 0 1200 3.1 tba tba
130MTW15010-96V 15.0 1.60 . 40 4.7
180MTW16010-96V 16.0 1. 21. 42 4.2
220MTW20010-96V 20.0 10 4 50 5.2
180MTW25010-96V 2.0 55 6.5
220MTW30010-96V 3. 38.0 70 7.9
180MTW36010-96V 3.80 46.0 70 9.4
220MTW40010-96V 0 51.0 80 10.5
180MTW50010-96V 4y 5.20 64.0 110 13.1
| 6.30 77.0 110 15.7
10.50 128.0 200 26.2
0.27 3.5 4 0.8
0.40 5.5 6 1.3
0.50 6.5 7.5 1.5
0.69 9.0 10 2.1
0.80 10.9 12 2.5
0.80 10.3 12 2.5
1.30 16.4 18 3.8
1.30 15.4 18 3.8
2000 96 1.60 19.8 23 2400 4.8 tba tba
2.10 25.7 30 6.3
2.50 31.0 30 6.3
3.10 38.5 40 9.4
3.40 41.0 42 8.4
5.20 64.0 55 13.1
D T\W36020-96V 36.0 7.50 92.0 70 18.8
180MTW50020-96V 50.0 10.50 128.0 110 26.2
220MTW100020-96V 100.0 20.90 257.0 200 52.4
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Motion Technologies Low Voltage Brushless DC motors

Full list of standard windings as of October 2017 (specials on request)

Rated Maximum Dim. B Weight
MotionTech Model Torque Speed | Voltage Power Current | Torque | Speed Power Nom. Ke
(Nm) (RPM) (V) (KW) (A) (Nm) (RPM) (KW) mm
220MTW20025-96V 20.0 5.20 64.0 50 13.1 220 29
220MTW30025-96V 30.0 2500 9% 7.90 96.0 70 3000 19.6 270 41.5
220MTW40025-96V 40.0 10.50 128.0 80 26.2 330 61.5
220MTW60025-96V 60.0 15.70 192.0 110 39.3 370 76
80MTWO01330-96V 1.3 0.41 53 4 1.2 150 3
110MTW02030-96V 2.0 0.60 8.2 6 1.9 146 4.3
80MTWO02430-96V 2.4 0.75 9.8 7.5 2.3 170 3.4
80MTWO03330-96V 3.3 1.04 13.5 10 3.1 tha tha
110MTWO04030-96V 4.0 1.30 16.4 12
130MTWO04030-96V 4.0 1.30 15.4 12
110MTWO06030-96V 6.0 1.90 24.5 18
130MTWO06030-96V 6.0 1.90 23.1 18
130MTWO07730-96V 7.7 3000 %6 2.40 29.6 23 3600
130MTW10030-96V 10.0 3.10 38.5 30
180MTW12030-96V 12.0 3.80 46.0 3
130MTW15030-96V 15.0 4.70 57.7
180MTW16030-96V 16.0 5.00 62.0
180MTW25030-96V 25.0 7.90 96.0 5
180MTW36030-96V 36.0 11.30 139.0 70
180MTW50030-96V 50.0 15.70
80MTWO01360-96V 1.3 0.82 4 .5 tba tha
110MTW02060-96V 2.0 1. 18. 6 3.8 tba tba
80MTWO02460-96V 2.4 1.51 22.4 . 4.5 tha tha
80MTWO03360-96V 3.3 2.07 30.9 10 6.2 tba tba
110MTWO04060-96V 4.0 0 37.4 7.5 tba tha
130MTWO04060-96V 4.0 6000 26 2. 37, 2 7200 7.5 tba tba
110MTWO06060-96V 6.0 730 a1 11.3 tba tha
130MTWO06060-96V 6.0 3.80 8 11.3 tba tba
130MTWO07760-96V 7.7 4.80 . 23 14.5 tba tha
130MTW10060-96V 10.0 6. 93. 30 18.8 tbha tba
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Dimensions

80 Frame: 0.4kw to 2.1kw

DC brushless motor

L
O &
& <O

130 FQ? : 1.3kw to 6.3kw
tor

DC brus

25.00
0
$110-0.035 ﬂ
0.01
145 ; $22.00-0.023
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1l 130 H a
ol 30.00 R
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180 Frame: 3.1kw to 15.7kw

DC brushless motor

I\/I:n
o winding (current/speed/torque/voltage)

e Rear shaft

e Environmental sealing
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Motion Technologies LV Brushless DC Motor Controllers

High performance series (summary)

see full data sheet at http://www.motiontech.com.au/product cat/speed-controllers/

Nbr axis | Volts DC| Cont. Peak Sensorless . Analogue | Digital | G.P. Pulse ) .
Model number Cooling Frame Dimensions, mm
Channels [ Supply | Amps/Ch [ Amps/Ch FOC Inputs | Inputs | Outputs [ Inputs
MTS1330 20 30 No Open 6 6 2@ 1.5A 4 70x70x27
MTS2330S 40 60 Yes Conduction P 8 10 |[4@15A 8 123x83x25
MTM1330 30 No plate
50 75 4 6 2@ 1.5A 5 140x113x29
MTM1330A Yes Enclosed e e
MTH1630 100 150 Heatsink P51 1 19 [s@10a| 6 228x140x40
MTH1650 50 No extrusion
MTS1360 20 30 Open 6 6 2@ 1.5A 4 70x70x27
MTS2360S 40 60 P 123x83x25
m;ﬁi;ggis 1 Yes 8 10 |[4@15A 6 140x140x25
MTM1660 60 80 120 N Conduction plate
o 4 6 |[2@15a] s 140x113x29
MTM1660A Yes
MTH1660 100 150 No Enclosed 11 19 [8@1. 6 228x140x41
MTRG1860 300 500 Yes IP51 8 8 190x200x5
MTH1672 100 150 No Heatsink extrusion 11 6 228x
72 -
MTRG1872 260 350 Yes Conduction plate 8 190x200x58
MTH1696 100 150 No Heatsink extrusion 11 6 3x140x40
MTRG1896 % 200 300 NL40RG00F
Y Conduction plat 8 8 ==
MT52330 o 20 30 ©s onauction plate g en 23,025
MTH2330 50 75 No Heatsink extrusion | "0 0%%¢ | 17 19 J8@10A| o8 228x140x40
MTH2350 50 IP51 ) - A
MTS2360 20 30 Open 123x83x25
i 4 @ 1.5A
MTF2360 2 60 0 60 Yes Conduction plate 10 @ 140x140%25
MTF2360A Eq N
MTH2360
MTH2372 72 50 75 No Heatsink extrusion b 11 19 4 840'1.0A 4 228x140x40
MTH2396 96 a -

\/

Medium Performance series (summary)...

P product_cat/speed-controllers/

see ful &h http: www.motl Tl
N S

Min. Nbr Volts DC Cont. Peak Amps . Regfen Over Fan | Dimensions,
Model number Order . Co®gug ronme braking | voltage
Ch Supply Amps (time) .~ |output mm
Qty ouputs limit
EM316A 1 1 12-24 10 25 (2 sq % sink extrusion | Yglugffial &gHousehold No 40VDC | No 89x73x20
EM346 1 1 12-24 10 25 (ggsec alink extrusiogfingtriadf Household Yes | 40VDC | No | 89x73x32
EM151B 1 1 12-32 20 4905 segs.) N O [ 4 IMWUstrial only No | 38VDC | No | 108x91x40
EM347 1 1 12-36 50 W (24cs.) | Meatsink exgyusSpd ndustrial only Yes | 65VDC [ Yes | 140x122x50
EM347-48 1 1 24-48 40 mm30Whsecsd?| Heatsinjgktrusion § Industrial only Yes | 65VDC | Yes | 140x122x50
Sy mW¥on featyr@fgf ENyseries
1) Analogue input, 0-5 or 0-10V Joja, gmming devigf(EM236 7) Dynamic braking
2) Open or closed loop speed control 5) C O 8) NPN outputs for overcurrent and fault
3) Open frame with optional DIN rail kit Itage shutdo t 40! 9) Optional enclosure kits available

S

Q
el

5%



mt18
Text Box


Other Motion Tech Products

Distributors for Australia & New Zealand
MOTION TECHNOLOGIES PTY LTD

24/22-30 Northumberland Road
Caringbah NSW 2229 Australia
Phone: (02) 9524 4782
Fax: (02) 9525 3878

sales@motiontech.com.au
www.motiontech.com.au

© 16/04/18





