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WEG-AG 系列
关节型自适应电爪

WEG-AG series

Parallel & Adaptive Gripping Large Stoke, force adjustable

I/O
......

TCP/IP
RS���
CAN
EtherCAT

Plug&Play
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EtherCAT

ROS supportedSelf-lockingDrop Detection

Applications

New RetailLaboratoryGrabbing Experimenta
l Teaching

Pick & PlaceParts handling
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Plug&play
Integrated Design,easy-to-use
Parallel&Adaptive gripping
Large stroke, force adjustable
Drop detection
Self-locking
Support ROS

WEG-AG

WEG-AG95

3 kg*

0-95 mm

45-160 N

1 kg

24 V DC ±10%

± 0.03 mm

IP 54

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full stoke closing time

IP

Protocols

0.7 s

WEG-DH3

1-2 kg*

106/122 mm

10-65 N

1.68 kg

24 V DC ±10%

± 0.05 mm

TCP/IP,  USB2.0
I/O,  CAN2.0A

Modbus RTU(RS 485)
PROFINET,EtherCAT

IP 40

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full stoke closing time

IP

Protocols

0.7 s

（单位：mm） （单位：mm）

（平行抓取） （对心抓取）

Paralllel/centric gripping
Plug&Play
Parallel&Adaptive gripping
Large stroke, force 
adjustableDrop detection
Self-locking
Support ROS

5

171

106

92

TCP/IP,  USB2.0
I/O,  CAN2.0A

Modbus RTU(RS 485)
PROFINET,EtherCAT
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WEG-PGC 系列
协 作 型 平 行 电 爪

Applications

WEG-PGC series

IP��

IP��
防护等级

Plug&Play

I/O
......

TCP/IP
RS���
CAN
EtherCAT

Integrated

Force&postion controlSelf-lockingDrop Detection

New RetailLaboratoryGrabbing Experimental 
Teaching

 Pick&PlaceParts Handling
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WEG-PGC  Series
Collaborative parallel grippers

WEG-PGC50

1 kg*

0-35 mm

15-50 N

0.5 kg

24 V DC ±10%

± 0.03 mm

IP 54

0.5 s

WEG-PGC140

2.5 kg*

0-50 mm

40-140 N

1 kg

24 V DC ±10%

± 0.03 mm

IP 67

0.6 s

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full-strok closing time

IP

Protocols

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full-strok closing time

IP

Protocols

（单位：mm） （单位：mm）

Compact Design
Plug&Ploay
Drop detection
Force&position control
End-of-arm port connection
Designed for harsh environment
Support ROS

Compact Design
Plug&Ploay
Drop detection
Force&position control
End-of-arm port connection
Designed for harsh environment
Support ROS

53

ØØ 75

5

93

6

Ø 75

44

63 Ø63

5

87

TCP/IP,  USB2.0
I/O,  CAN2.0A

Modbus RTU(RS 485)
PROFINET,EtherCAT

TCP/IP,  USB2.0
I/O,  CAN2.0A

Modbus RTU(RS 485)
PROFINET,EtherCAT



WEG-PGC  Series
Collaborative parallel grippers

WEG-PGC50

1 kg*

0-35 mm

15-50 N

0.5 kg

24 V DC ±10%

± 0.03 mm

IP 54

0.5 s

WEG-PGC140

2.5 kg*

0-50 mm

40-140 N

1 kg

24 V DC ±10%

± 0.03 mm

IP 67

0.6 s

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full-strok closing time

IP

Protocols

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full-strok closing time

IP

Protocols

（单位：mm） （单位：mm）

Compact Design
Plug&Ploay
Drop detection
Force&position control
End-of-arm port connection
Designed for harsh environment
Support ROS

Compact Design
Plug&Ploay
Drop detection
Force&position control
End-of-arm port connection
Designed for harsh environment
Support ROS

53

ØØ 75

5

93

6

Ø 75

44

63 Ø63

5

87

TCP/IP,  USB2.0
I/O,  CAN2.0A

Modbus RTU(RS 485)
PROFINET,EtherCAT

TCP/IP,  USB2.0
I/O,  CAN2.0A

Modbus RTU(RS 485)
PROFINET,EtherCAT



136

Ø 90 Ø 90

63

5

6 kg*

0-75  mm

40-300 N

1.6 kg

24 V DC ±10%

± 0.03 mm

IP 67

0.8 s

2 kg*

0-10 mm

20-80 N

1.5 kg

24 V DC ±10%

± 0.03 mm

IP 67

0.2 s

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full-strok closing time

IP

Protocols

Max Payload

Open stroke

Gripping force

Weight

Power supply

Position Repeatability

Full-strok closing time

IP

Protocols

（单位：mm） （单位：mm）

WEG-PGC/CGC Series
Collaborative parallel grippers

WEG-PGC300 WEG-CGC80

Compact Design
Plug&Ploay
Drop detection
Force&position control
End-of-arm port connection
Designed for harsh environment
Support ROS

Compact Design
Plug&Ploay
Drop detection
Force&position control
End-of-arm port connection
Designed for harsh 
environment
Support ROS

96
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WEG-PGE 系列
工 业 薄 型 平 行 电 爪

WEG-PGE Series

Applications

Space-saving mountingPrecise force control         Integrated

Quick responseDrop detection 
Mounting holes   
on 4 sides 

SemiconductorLab AutomationDetection Precision 
Machining

Pick & PlaceAssembly



WEG-PGE 系列
工 业 薄 型 平 行 电 爪
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WEG-PGE series
Slim-type pararrel grippers

WEG-PGE5

0.1 kg*

0-14 mm

0.8-5 N

0.2 kg

±0.3 N

24 V DC ±10%

± 0.02 mm

Modbus RTU(RS 485)
I/O

IP 40

0.2 s

WEG-PGE8

0.1 kg*

0-14 mm

2-8 N

±0.3 N

Max payload

Open stroke

Gripping force

Force repeatability

Weight

Power supply

Position repeatability

Full-stroke closing time

IP

Protocols

0.4 kg

24 V DC ±10%

± 0.02 mm

Modbus RTU(RS 485)
I/O

IP 40

0.2 s

Max payload

Open stroke

Gripping force

Force repeatability

Weight

Power supply

Position repeatability

Full-stroke closing time

IP

Protocols

（单位：mm） （单位：mm）

Precise force control
Space-saving mounting
Integrated
Mouting holes on 4 sides
Gripping feedback & drop detection
Quick response

Precise force control
Space-saving mounting
Integrated
Mouting holes on 4 sides
Gripping feedback & drop detection
Quick response

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

6225

82

6231

97



WEG-PGE series
Slim-type pararrel grippers

WEG-PGE5
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0.2 kg

±0.3 N

24 V DC ±10%

± 0.02 mm

Modbus RTU(RS 485)
I/O

IP 40

0.2 s

WEG-PGE8
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WEG-PGE15

0.2 kg*

0-20 mm

6-15 N

0.2 kg

24 V DC ±10%

± 0.02 mm

Modbus RTU(RS 485)
I/O

IP 40

0.3 s

0.5 kg*

0-20 mm

15-50 N

0.4 kg

24 V DC ±10%

± 0.03 mm

Modbus RTU(RS 485)
I/O

IP 40

0.3 s

Max payload

Open stroke

Gripping force

Force repeatability

Weight

Power supply

Position repeatability

Full-stroke closing time

IP

Protocols

Max payload

Open stroke

Gripping force

Force repeatability

Weight

Power supply

Position repeatability

Full-stroke closing time

IP

Protocols

Slim-type pararrel grippers

（单位：mm） （单位：mm）

WEG-PGE50

Precise force control
Space-saving mounting
Integrated
Mouting holes on 4 sides
Gripping feedback & drop detection
Quick response

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

WEG-PGE Series

55

82

26

94

26 55

Precise force control
Space-saving mounting
Integrated
Mouting holes on 4 sides
Gripping feedback & drop detection
Quick response



WEG-PGE15
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0.5 kg*
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Max payload

Open stroke
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Weight
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IP

Protocols

Slim-type pararrel grippers

（单位：mm） （单位：mm）

WEG-PGE50

Precise force control
Space-saving mounting
Integrated
Mouting holes on 4 sides
Gripping feedback & drop detection
Quick response

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

WEG-PGE Series

55

82

26

94

26 55

Precise force control
Space-saving mounting
Integrated
Mouting holes on 4 sides
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Quick response



 WEG-PGI Series
工 业 型 平 行 电 爪

WEG-PGI Series

Applications

Self-locking      Drop detection             Integrated

Easy commissioningIP protection Mounting holes on 3 sides

GrabbingTesting DetectionAssembly Precision 
machining

 Pick &  PlaceParts Handling
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Industrial parallel grippers

WEG-PGI-140

2.5 kg*

0-80 mm

40-140 N

1.2 kg

24 V DC ±10%

± 0.03 mm

Modbus RTU(RS 485)/
CAN/PROFINET/

EtherCAT（可选）+I/O

Modbus RTU(RS 485)/
CAN/PROFINET/

EtherCAT（可选）+I/O

IP 54

0.7 s

WEG-PGI-800

8 kg*

0-100 mm

200-800 N

3.5 kg

24 V DC ±10%

± 0.03 mm

IP 67

0.8 s

Max payload

Open stroke

Gripping force

weight

Power supply

Position repeatability

Full-storke closing time

IP

Protocols

Max payload

Open stroke

Gripping force

weight

Power supply

Position repeatability

Full-storke closing time

IP

Protocols

WEG-PGI Series

（单位：mm） （单位：mm）

Easy commissioning
Everything integrated inside
Gripping feedbacks drop detection
Self-locking
Mounting holes on 3 sides
Designed for harsh environment

Easy commissioning
Everything integrated inside
Gripping feedbacks drop detection
Self-locking
Mounting holes on 3 sides
Designed for harsh environment

51

84

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。

* 取决于抓取物体的形状及接触面摩擦力。
抓取物体的重心偏离也会影响到负载。如有疑问请联系我们。
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Max payload

Open stroke
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Power supply
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Protocols

WEG-PGI Series

（单位：mm） （单位：mm）

Easy commissioning
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Gripping feedbacks drop detection
Self-locking
Mounting holes on 3 sides
Designed for harsh environment
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